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PRESS INFORMATION

No. 02/2013

Expansion of the MINOX ZE-i line of riflescopes with illuminated reticles and Mounting Rail

MINOX will announce enhancements to the ZE-i range of riflescopes at the IWA 2013. Core features such as precision-build, high-quality components and robust construction are maintained throughout. Equipped with a rail for the discrete and elegant mounting as well as three different varieties of reticles the new ZE-is line is specifically designed and made in Germany with the needs of the passionate hunter and sports shooter in mind.

Four new models are equipped with a 30mm main tube as well as a five times magnification, providing full flexibility in short and long range precision shooting. A large field of view facilitates quick target acquisition and tracking.  

All MINOX ZE-is riflescope reticles are equipped with an illuminated central red-dot which has 11 brightness control settings; this switches off automatically to conserve battery-life although a spare replacement battery can be carried in the unit. Three variations of reticles are available: German A4, BDC and Dot.

A smooth magnification adjustment dial and rubber coated eye-piece provide easy focusing with a safe eye-relief of approximately 10 cm.  

The optical components of the new ZE-i line are finished with MINOX’s proprietary M*coating system of up to 21 layers of coatings, providing excellent light transmission, sharp contrast and colour rendition. 

The new MINOX riflescopes are fully water-proof and purged with  Argon gas providing protection and durability to the internal components.  The scope tube is made from aviation aluminium providing reliable shock-resistant protection. 
All new MINOX ZE-is models are provided with a new Z-rail mount.

The new MINOX riflescopes are available from specialist MINOX dealers.

Technical Data:
	
	MINOX

ZE 5is

1-5x24 
	MINOX

ZE 5is

2-10x50 
	MINOX

ZE 5is

3-15x56 SF
	MINOX

ZE 5is

5-25x56 SF

	Magnification high power/low power
	5/1
	10/2
	15/3
	25/5

	Objective lens diameter (mm)
	24
	50
	56
	56

	Exit pupil high/low magnification (mm)
	4.9/11.4
	5.2/11.4
	3.8/11.4
	2.3/11.0

	Field of view at low power/high power magnification 100m (m)
	37.1/8.2
	18.9/ 4.0
	11.9 / 2.3
	7.2 /1.6

	Eye relief (mm)
	100
	 100
	 100
	 100

	Diopter (-/+)
	-3.0/2.5
	-3.0/2.5
	-3.0/2.5
	-3.0/2.5

	Reticle adjustment/

per click (MOA*)
	1cm/100m
	1cm/100m
	1cm/100m
	1cm/100m

	Illuminated reticles
	Yes
	Yes
	Yes
	Yes

	Image plane
	2
	2
	2
	2

	Power supply for the illuminated dot
	Battery

CR 2032
	Battery

CR 2032
	Battery

CR 2032
	Battery

CR 2032

	Argon gas filling
	Yes
	Yes
	Yes
	Yes

	Main tube diameter (mm)
	30
	30
	30
	30

	Overall length (mm)
	285
	335
	372
	430

	Weight (g)
	480
	720
	790
	845
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